The SG-2020 is a small, 
portable, high 

frequency tranceiver, 
covering all HF world- 
wide frequencies from 
1.8 to 30 Mhz. It is the 
perfect choice for base, 
mobile, backpacks or 
business trips! Weighing 
just 4.5 pounds, the unit 
is packed with features - 
all at an affordable price 
- and with SGC’s legendary 
quality and reliability, 
proudly made in the USA. 


The SG-2020 is factory pre- 
set for 20 watts PEP, with 
front panel power adjust- 


Mobile HF System 
Take Along - Take Anywhere 
Portable 


Model SG-2020 Radiotelephone 
Precision performance, in a class by itself 


ments down to 1W for QRPers or up to 20W for serious “hamming” using USB or LSB. There are 20 factory 
pre-programmed memories, preset to each of the 9 worldwide ham bands for fast band accessibility. And, 
each memory position can be selected for a specific transmitter output power, specific amount of bandwith fil- 
tering, mode and split VFO. The memory channels can be re-programmed to accomodate alternate frequen- 
cies of your choice within the frequency range and a simple unlock procedure allows you to choose any fre- 


quency worldwide. 


The SG-2020 has a crisp, clear, razor sharp receiver with an adjustable filter control. For CW, an electronic 
keyer is built in and fully adjustable; a second key jack is located on the front panel below the electronic keyer 
jack - allowing full break-in with a straight key. 


On SSB, the speech processing is pre- Whether you drive a sports car, farm 
set to give a very full sound and the __ tractor or a grand sedan, the 

ALC circuit can be turned down for SG-2020 is at home in any location. 
lower power levels, providing good 

peak modulation on transmit. The 

SG-2020 supports all data modes 

and can handle AMTOR and 

PACTOR easily with the right multi 

mode controller. 


QMS-37 and SG-2020 system 
provides fast track mobile operations 
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“No Compromise Communications” 


The QMS-37 antenna system provides a fully portable HF station. The QMS-37 
housing is completely weatherproof, for installation anywhere, and, mated with the 
SG-307 high frequency whip antenna, you never have to leave the car to change 
bands! The SG-237 automatic antenna coupler monitors forward power, reflected 
power and tunes for a perfect match. With a half million combinations, the SG-237 
provides the most versatile tuning possible, all in just seconds! 


The QMS-37 can be mounted in minutes on any car, in any position, 
without drilling any holes. 


QMS-37 Features Cat. #55-50 
QMS-37 and SG-2020 system ~ Mobile 
provides fast track mobile ~ 100 Watts 


operations ~ 3.5 to 60 MHz 


Specifications: SG-2020 Cat. #05-01 ~ Size: 12.5” x 8” x 3” (32cm x 20.5cm x 8cm) 


General Operating modes: |USB, LSB, and CW ~ Weight: 8 Ibs. (3.75 kg) 

Frequency range: 1.8 to 29.7 MHz ~ Low Profile 

Export version: 1.8 to 30 MHz ~ Efficient 

Microprocessor: MC68HC 711E9 

Frequency stability: 10ppm ~ Affordable 

Frequency resolution: 10 Hz steps An ultimate “take along” portable, the SG-2020 PortaPak 


Display resolution: 100 Hz steps t : idealennice t : t 
Recsivetransetoharise system is an ideal choice for anyone wanting a compact, 


over: less than 10 milliseconds fully portable radio that provides medium and long range 


see Pacridlysancuenes PE and ir contacts. A snap on battery pack holds 10 D size alkaline 
Memories: 20 Simplex or Semi-Duplex 


SWR metering: Built-in or NiCad cells. And, an adjustable carry case strap and 
LCD display: Backlit front panel cover complete the PortaPak package. 
Keyer: Fully adjustable IAMBIC “A” 

mode keyer operating under_| §G-2020 PortaPak Features Cat. #05-31 


microprocessor control from 5 : ; 
to 50 WPM. Battery Pack: Attached to case with wing lock latches 


Dimensions: 7.25”Lx 6”W x 2.75”H Case: Extruded Aluminum 
Approximate weight: 4.5 Ibs. (2.25kg) Attachment: On back panel of SG-2020 


Microphone: fist, dynamic (compatible with : . . 
Renwoad MC 43. crcimilay) Battery type: 10 x D batteries capacity up to 12 AH or 10 x 


RECEIVER D rechargeable battery capacity of 4 AH 

Pass band tuning sensitivity: |Better than .3uV for 6db S/N (batteries not included) 

Inter modulation: +18dBM 3rd order intercept | Front panel cover: Attached to case with wing lock latches; micro 
Tunable A.F. bandpass: 100 Hz to 2700 Hz 

Noise Blanker: Front panel control 

RF gain control: Front panel control 

BFO: Microprocessor controlled 

Total consumption in receive 

mode: Typical 400mA el 

ee 4  _ Global communications 


Transmitter power: adjustable from 1 to 20 watts . : 
PEPoutput, with efficient ‘ at your fi ngertips 
operation at 5W “Tie ‘ ' 

RF speech processor: VOGAD baseband processing 
and RF clipping 

Transmit current: Voice; less than .8 Amps 
5WCW,; less than 1 Amp 
20WCW; less than 3 Amps 
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